
 
  

Non-Hospital Medical and Surgical 
Facilities Accreditation Program 

ACCREDITATION STANDARDS 

Heating, Ventilation and 
Air Conditioning (HVAC) 



 

 
  

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

Copyright © 2023 by the Non-Hospital Medical and Surgical Facilities Accreditation Program and the College of Physicians and 
Surgeons of British Columbia. 

All rights reserved. No part of this publication may be used, reproduced or transmitted, in any form or by any means electronic, 
mechanical, photocopying, recording or otherwise, or stored in any retrieval system or any nature, without the prior written 
permission of the copyright holder, application for which shall be made to: 

Non-Hospital Medical and Surgical Facilities Accreditation Program  
College of Physicians and Surgeons of British Columbia 
300–669 Howe Street 
Vancouver BC  V6C 0B4 

The Non-Hospital Medical and Surgical Facilities Accreditation Program and the College of Physicians and Surgeons of BC has 
used their best efforts in preparing this publication. As websites are constantly changing, some of the website addresses in this 
publication may have moved or no longer exist.





College of Physicians and Surgeons of British Columbia  ACCREDITATION STANDARDS 

 
 Heating, Ventilation and Air Conditioning (HVAC) 4 of 12 
 Document ID: 10824                     Version: 1.3        Publication date: 2023-03-24 Effective date: June 28, 2019 

No. Description 

HVAC1.0 HEATING, VENTILATION AND AIR CONDITIONING 

HVAC1.1 
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HVAC1.2.4 M The HVAC system provides appropriate relative humidity control in the procedure room(s). 
Guidance: See CSA Z317.2 Table 1: Procedure room 30-60%. Local readout is in accordance with the appropriate 
parameters. 

HVAC1.2.5 M There is local readout of relative pressurization in each procedure room. 
Guidance: There is a local readout device in each procedure room in facilities built 2011 and onwards. Facilities built 
prior to 2011 are not required to have local readout of relative pressurization. 

HVAC1.2.6 M The HVAC system provides appropriate relative pressurization control in the procedure room(s). 
Guidance: Procedure room relative pressurization is at minimum +2.5 Pa. Colonoscopy procedure rooms built prior to 
2015 can be negative pressure. If at negative pressure, the colonoscopy procedure room relative pressurization is at 
minimum -
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HVAC1.4.2 M The HVAC systems provides appropriate temperature control in the MDR clean room. 
Guidance: See CSA Z317.2 Table 1: MDR Clean room 18-23oC. Local readout is in accordance with the appropriate 
parameters. Local heating or cooling units are not used (e.g. window air conditioners, fan coils, induction units, space 
heaters, perimeter baseboard heaters). 

HVAC1.4.3 M There is local readout of relative humidity in the MDR clean room. 
Guidance: There is a local readout device in
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HVAC1.6.5 M Secondary filters have a minimum MERV rating of 14. 
Guidance:  
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HVAC1.6.10 M Fan coils, drain pans and induction and finned units are inspected and cleaned semi-annually. 
Guidance: The fan coils, drain pans and induction and finned units are kept clean, free of debris and are inspected and 
cleaned on a seasonal basis, usually spring and fall. More frequent cleaning may be needed in areas with high volumes 
of insects. The facility medical director is responsible for ensuring that the person performing the inspection/checking or 
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College of Physicians and Surgeons of British Columbia

http://www.cpsa.ca/wp-%20content/uploads/2015/03/NHSF_Standards.pdf
http://cpso.inorbital.com/admin/CPSO/media/Documents/physician/your-practice/quality-in-practice/clinic-inspections-special-%20programs/ohpip-standards.pdf
http://cpso.inorbital.com/admin/CPSO/media/Documents/physician/your-practice/quality-in-practice/clinic-inspections-special-%20programs/ohpip-standards.pdf
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